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AIR BAGS 
 

 

 
General function and application: 
 
PE™s inflatable air bags, for low pressure 
applications, allow safe air or water testing 
of pipes and drains, as well as stopping 
gas or liquid flow along the line. 

 

 
Manufacture 
 
Our’s air bags are made by covering a natural rubber bladder with either proofed 
canvas or nylon. This construction allows the deflated bags to be passed through quite small 
holes in the side of the pipe. To suit pipe sizes up to 96” (2400mm) and in special 
circumstances larger bags can be made. 
 
Application 
 
Our’ s air bags can be used for a number of applications including: pipe testing, oil pipeline 
maintenance, gas pipeline maintenance, and drain testing. 
 
It is generally accepted that the pressure which a bag will hold back depends on five factors: 
 

1. The surface of the pipe into which the bag is to be inserted. 
2. The frictional resistance of the bag cover material. 
3. The total area of contact between bag and pipe. 
4. Whether or not a bag is supported. 
5. The pressure inside the bag itself. 
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It is worth noting that any slight physical support will dramatically increase the holdback 
pressure. 
 
Double length bags with restraining loops to which hawsers can be attached are also available. 
Provided these are properly anchored these bags whose safe working pressure is twice that of 
standard bags will hold back pressures up to 75% of their safe working pressures. 
 
PE air bags come with a choice of Brass & Plastic Taps or a Schraeder Valve and a standard 
hose/tubing of  approximately 6ft length on sizes 2” to 18”, and approximately  4’ 3” length 
on sizes 20” to 84”. 
However, the hose/tubing can be lengthened depending on the client’s requirements up to 13’. 
 
Ancillary equipment that we can provide is as follows: 
 
Plastic inflator with schraeder valve 
Pressure gauge 
Relief valve 
Brass hand inflator fitted with ¼lt BSP male outlet 
Stirrup pump 2” diameter with schraeder fitting no gauge (2-way inflation) 
EPDM tubing sizes 3/8” x 7/32” and 9/16” x 3/8” 
Air bags can also be supplied with a centre tube for venting off and purge bag sets. 
 
Prices are available on request. 
 
We are committed to the continual improvements of our products through Research and 
Design. We therefore retain the right to amend the above details.  
Please contact us for the latest specifications. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Visit our web site : www.petrosystem.it 
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Pneumatic Pipe Plugs 
 
Single and multi-size plugs of smaller diameters  

PLUGY and PLUGSY 

 

Superior plug surface pattern, proper choice of rubber 
compound, Rayon-Kevlar reinforcement, 
suitable length, low weight, excellent sealing ability, 
anticorrosive components, a wide range of sizes and 
guaranteed safety at work axe properties united in Sava 
PLUGY and PLUGSY plugs. 
All plugs are equipped with quick action couplings for 
inflation, larger sizes have two couplings installed. The 
size and number of eyelet bolts depend on plug size. 
Plugs can be inserted through gullies of size 600 x 600 
mm and since they are flexible, they can easily be bent 
at an angle up to 900. 
 
These all-purpose plugs are used for sealing and testing 
of pipeline tightness with air or water. Multi-size plugs 
are stretchable therefore only a few plugs are required 
to cover pipelines of different diameters. 
 

Size Usage Range Deflated Plug Product 
Weight 

Eye Inflaction 
Part 

Number 
Norninal 

Size 
Min dia Max.dia. 

Required 
Inflation 
Pressure 

Diameter Length Weight Bolt Valve 

 EU mm mm bar mm mm kg M thread Thread Size 
          

519423 `0-70 40 70 2. 5 35 195 0.3 6 R 1/4" 
519424 70-150 70 150 2.5 68 335 0.6 6 R 1/4" 
60417 100-200 100 200 2.5 92 535 1 1 6 R 1/4" 
60418 150-300 150 300 2.5 142 575 1.9 8 R 1/4" 
80419 200-400 200 400 2.5 192 635 3.0 8 R 1/4" 

60599 300-525 300 525 2.5 272 675 6.0 8 R 1/4" 
6J422 350-600 350 600 2.5 322 865 8.4 10 R 1/4" 
60606 375-750 375 750 2.5 342 1085 10.9 10 R 1/4" 

60453 500-800 :500 800 2.5 472 1185 17.3 10 R 1/4" 
60425 500-1000 5UG 1000 1.5 472 1185 17.3 10 R 1/4" 

78957 60G-1200 500 1200 1.0 560 18OG 61.0 10 2xR 1/4" 
78959 750-1500 750 1500 1.0 600 2300 65.0 10 2xR 1/4"  

 

 

 
 
OIL-RESISTANT PLUG 
Available are also Plugy plugs up to 
diameter of 1000 mm which are 
made of Nytril rubber and noted 
for resistance to oil and its 
derivates. 
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